Cleaning recommendations for urinals
with automatic flushin Sanicontrol K3

Reinigungsempfehlung far Urinale mit
Urinalspllautomatic Sanicontrol K3
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Recommended detergents for the basic cleaning:

Cleaner with min. 30% acid content (formic acid, phosphoric acid, citric acid ..), eg:
LUXOR, (Luxor, Vésendorf, Austria) urine remover 227

Composition: approx. 25% phosphoric acid, 15% hydrochloric acid
HELQOTIL (Ecolab, Dusseldorf)

Composition: 15-30% phosphoric acid, 1-5% fatty alcohol ethoxylate, 1-5%
Alkybenzenesulfonic acid

SANIFRESH (Bioclear, Vienna)

Composition: about 10% formic acid, 10-25% amidosulfonic acid, 2.5-10%
Butylglycol

FRANO Sanifix 30% hydrochloric acid

The following causes can lead to a encrustation of the siphon:

= |mproper cleaning
Remedy: Use detergents according to detergent manufacturers® instructions, do not
use detergents containing phosphatic acid.

= |nsufficient water pressure
Possible cause: Ball valve is not fully open
Remedy: Increase the line pressure, open the ball valve

= |nsufficient water quantity per flush
Remedy: Increase the purge time
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1) Zur Wahrung Ihrer Investition in die Spulelektronik Sanicontrol K3 ist die richtige Reini-
gung fur einen storungsfreien Betrieb der Anlage unerlasslich.

2) Wir bitten Sie daher, sich ein wenig Zeit zu nehmen, um diese Anleitung zu lesen. Vielen
Dank fur Ihre UnterstUtzung!

Normale, tagliche Reinigung

Zur normalen Reinigung der Keramik: Reiniger nach Herstellerangaben aufsprihen, mit
mindestens 3 Liter reinem Wasser nachspulen.

Eine falsche Dosierung des Reinigungsmittels sowie eine ungentgende Spulung nach der
Reinigung kann zur Beeintrachtigung der Geréatefunktion fuhren!

Im taglichen Reinigungsbetrieb durfen keine Reiniger mit Phosphorsaure egal welcher
Konzentration verwendet werden!

Empfohlene Reinigungsmittel fir den taglichen Gebrauch:
HandelsUbliche Sanitarreiniger ohne Phosphorséaure, z.B.:
Fa. Ecolab — INTO FRESH, INTO TOP, INTO CITRIS

Nicht empfohlen Reiniger:
Clonett, Saninett

Grundreinigung, Sduberung des Siphons

Wird nach der Benutzung des Urinals die Spulung nicht ausgeldst, so kann eine Verstop-
fung oder grobe Verunreinigung des Siphons die Ursache sein.

Liegt keine Verstopfung vor muss eine Grundreinigung durchgefihrt werden.

Priifung, ob eine Grundreinigung notwendig ist:

EinfUllen von 0,25 Liter einer 20%igen Kochsalzlésung (50 Gramm Salz auf 4 Liter Wasser)
in das Urinal. Nach einer Verzégerung von rund 15 Sekunden sollte eine Spulung ausge-
I6st werden. Erfolgt keine Spulung wird eine Grundreinigung empfohlen.

Reinigungsablauf der Grundreinigung:

1. Die Urinalanlage ist fur die Einwirkdauer von mindestens 6 Stunden auBer Betrieb zu

setzen. Dazu ist die elektrische Versorgung der Spulelektronik abzuschalten oder der

Sanciontrol Programmierstift zu verwenden. Die Wasserzuleitung muss nicht geschlos-

sen werden.

Mit ausreichend Wasser sptilen (ca. 10 Liter).

3. 750 ml Reinigungsmittel in konzentrierter Form (unverdiinnt) langsam in das Urinal lau-
fen lassen.

4. Nach einer Einwirkdauer von 6 Stunden das Urinal mit 20 Liter reinem Wasser spilen.
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Cleaning recommendations for urinals
with automatic flushin Sanicontrol K3
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Wichtig: Rasches Einflillen des Wassers, um eine Absaugung durch den Siphon zu
gewahrleisten!

Empfohlene Reinigungsmittel fir die Grundreinigung:

Reiniger mit min. 30% Saureanteil (Ameisensaure, Phosphorsaure, Zitronensaure ..), z.B.:
LUXOR, (Firma Luxor, Vésendorf, Osterreich) Urinsteinentferner 227
Zusammensetzung: ca. 25 % Phosphorsaure, 15 % Salzsaure

HELQOTIL (Firma Ecolab, Dusseldorf)

Zusammensetzung: 15-30 % Phosphorsaure, 1-5 % Fettakoholethoxylat, 1-5 %
Alkybenzolsufonsdure

SANIFRESH (Firma Bioclear, Wien)

Zusammensetzung: ca. 10 % Ameisensaure, 10-25 % Amidosulfonséure, 2,5-10 %
Butylglycol

FRANO Sanifix 30 % Salzsaure

Folgende Ursachen kénnen zu einer funktionsbehindernden Verschmutzung des
Siphons fiihren:

= [UnsachgemaBe Reinigung
Abhilfe: Anwendung der Reinigungsmittel nach Vorgaben der Reinigungsmittelherstel-
ler, keine phosphatsaurehaltigen Reinigungsmittel einsetzen.

= Unzureichender Wasserdruck
mdgliche Ursache: Kugelhahn ist nicht vollstandig gedffnet
Abhilfe: Erhdhung des Leitungsdruckes, Kugelhahn &ffnen

= nzureichende Wassermenge pro Spulung
Abhilfe: Erhdhung der Spulzeit
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1) To ensure your investment in the Sanicontrol K3 sink electronics, proper cleaning is
essential to ensure trouble-free operation of the system.

T
@
|
]
z
w

2) We ask you to take a little time to read this manual carefully. Thanks for your support!

Normal, daily cleaning

For normal cleaning of the ceramic: Spray the cleaner according to the manufacturer's
instructions, rinse with at least 3 liters of pure water.

Incorrect dosing of the detergent as well as insufficient rinsing after cleaning can impair
the device function!

Do not use cleaners with phosphoric acid at any concentration during daily cleaning.

Recommended cleaning products for daily use:
Commercial sanitary cleaners without phosphoric acid, eg:
Ecolab - INTO FRESH, INTO TOP, INTO CITRIS

Not recommended Cleaner:
Clonett, Saninett

Basic cleaning / cleaning of the siphon

If, after use of the urinal, the flushing is not initiated, clogging or gross contamination of the
siphon can be the reason.

If there is no clogging, a basic cleaning must be carried out.

Check whether a basic cleaning is necessary:

Fill 0.25 liters of a 20% saline solution (50 grams of salt to % liter of water) into the urinal.
After a delay of about 15 seconds, a rinse should be triggered. If no rinsing, a basic clea-
ning is recommended.

Cleaning procedure of the basic cleaning:

1. The urinal system shall be put out of operation for a period of at least 6 hours. For this,
the electrical supply to the sink electronics must be switched off or the Sanciontrol
programming pen must be used. The water supply does not have to be closed.

2. Rinse with plenty of water (about 10 liters).
3. Slowly run 750 ml of detergent in concentrated form (undiluted) slowly into the urinal.

4. After 6 hours of residence time, rinse the urinal with 20 liters of pure water.

Important: Quickly fill the water to ensure suction through the siphon!
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